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THICKNESS SHALL BE THE SAME
AS THE EXISTING PAVEMENT

;
r—> /7EXISTING PAVEMENT

y . ‘4 . v . 0 ‘- 0 . 0 . -‘ . -‘.. . n n . . .
/ S R T s

4

EXISTING PAVEMENT "

:
‘ SAW JOINT
SAW JOINT \
¢
} TRENCH WIDTHS FOR ALL UTILITIES
STORM SEWER & STRUCTURES SHALL
% CONFORM TO THE STANDARD SPEC-
! IFICATIONS OF THE CITY OF LINCOLN.
\
TANDARD DETAIL OF
ASPHALTIC CONCRETE § CONCRETE
PAVEMENT PAVEMENT CUTS PAVEMENT

NOTES:

1. THE EDGES OF ALL PAVING CUTS SHALL BE NEAT AND
SQUARE. ALL CUTS IN EXISTING PAVEMENT SHALL BE MADE
USING A CONCRETE SAW.

2. ALL CONCRETE SHALL CONFORM TO THE REQUIREMENTS OF
THE CURRENT STANDARD SPECIFICATIONS OF THE CITY OF
LINCOLN FOR L3500 CONCRETE OR BETTER.

3. GROUND EACH SIDE OF TRENCH SHALL BE UNDISTURBED
FOR REPLACEMENT CONCRETE
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